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49 CFR Ch. II (10–1–07 Edition) § 213.141 

§ 213.141 Self-guarded frogs. 

(a) The raised guard on a self-guarded 
frog shall not be worn more than three- 
eighths of an inch. 

(b) If repairs are made to a self- 
guarded frog without removing it from 

service, the guarding face shall be re-
stored before rebuilding the point. 

§ 213.143 Frog guard rails and guard 
faces; gage. 

The guard check and guard face 
gages in frogs shall be within the lim-
its prescribed in the following table— 

Class of track 

Guard check gage 
The distance between the gage line of a frog 
to the guard line 1 of its guard rail or guarding 
face, measured across the track at right an-

gles to the gage line 2, may not be less than— 

Guard face gage 
The distance between guard 
lines 1, measured across the 
track at right angles to the 

gage line 2, may not be more 
than— 

Class 1 track ...................................................... 4′61⁄8″ ................................................................ 4′ 51⁄4″ 
Class 2 track ...................................................... 4′61⁄4″ ................................................................ 4′ 51⁄8″ 
Class 3 and 4 track ........................................... 4′ 63⁄8″ ............................................................... 4′51⁄8″ 
Class 5 track ...................................................... 4′61⁄2″ ................................................................ 4′ 5″ 

1 A line along that side of the flangeway which is nearer to the center of the track and at the same elevation as the gage line. 
2 A line 5⁄8 inch below the top of the center line of the head of the running rail, or corresponding location of the tread portion of 

the track structure. 

Subpart E—Track Appliances and 
Track-Related Devices 

§ 213.201 Scope. 

This subpart prescribes minimum re-
quirements for certain track appli-
ances and track-related devices. 

§ 213.205 Derails. 

(a) Each derail shall be clearly visi-
ble. 

(b) When in a locked position, a de-
rail shall be free of lost motion which 
would prevent it from performing its 
intended function. 
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